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Car 

Data: Mf/DO/OCa 
Upmarket par SOW ? 



Car Condition Raport 

Inspector: 
Storage Location : 
SOW Nun 



Data: MM/DD/YY 
Time: TT:TT:TT 
Inspection Location: 



Car Body 



Y/N 
Y/N 
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Side shorn* dents 
Broken fiLds 
Car Body Cbrroeion 
End sh ccftj bowed more than 4* 
Side post interference with door oper 
Evidence «f roof leakage 
Car equipped with lading anchors 
Car equipped with load dividers 
Load dividers inoperable 
Broken or missing floor boards 
Light shomcing through floor 
Protrusion* 

Dents gnat er than 1 inch 
Missing cmulk 

Contamination- leaks , odors, dirt , old 
Old conwrwrH ty 



Interior Walla 



dented areas 



Loose, braten welds 
Sharp i. ikjpi or protrusions over 1/8 
End lining bent over 4" 
Lining contamination-leaks, odors, dirt 
Poors Bent or hxroken door track 4 retainers 
W Missing haurdware 

Q Door leaks 

m Inoperable 

Cushioning Defective cushioning or draft units 
Trucks Friction coasting wedge rise 
Worn gibe: 
Broken spiring s 
Defective center plate 
Structural Center axLUrbent 
Exterior Paint Customer Logo s 
Graffiti 
Paint Conatttion 
Interchange Defects 
Overall Condition 
ftepelr Disposition 



FlG.Z 



Hopper Car Condition ttgort Date: MM/DD/YY 

„ . f- Time: TT:TT:TT 

Car tab: — ^ Inspector: inspection Location: 
Data: Mt/DD/CCTY Storage Location : 
Upmarjgat per SOW ? : SOW Number: 



til 

a 



Car Bggg Side sheet dents 

Broken or loose running boasds 
Broken Welds 

Corrosion : 
Missing, broken, loose vibratmr casting : 
Leaking gates / hatches 
Abraisions or cut gaskets 
Broken hatch covers 

Car lined ? Y/M : Lining Date : !#</DD/CCYY 

Lining Condition 
Rust bleed 

Loose or flaking areas 
Stains or discoloration 
Inttgiat Evidence of leaks 
|i* Broken partition welds : 

;;2 Old comnodity : 

Rust 
tlon 



Porosity, undercut welds 
Intermittent or caulked welcte 

Suitable for lining? Y/M : 

Truckm Friction casting wedge rise 
ijl * ^ Worn gibs : 

Broken springs 
Q Defective center plate : 

;y Structural Center sill bent 

IiUnar Paint Customer Logo's 
Graffiti 

Cosaodity spillage 
Paint Condition 
' U Inten fceinjs Defecta 
Condition 
Disposition 



Fit. 3 



# 



gwrtl Purpose Z&££ £££ Condition Report Date: MM/DD/YY 

_ Time : TT : TT : TT 

Car *unb: E_ Inspector: Inspection location: 

Date: MC/OO/CCTT " Storage Location : 

Upmarket per SOW ? : SOW Number: 



Car Body Shell bent or buckled 

Jacket bent, buckled or corroded : 
Bottom Outlet V*lv% 

Require application of skid protection: 

Hissing or defective caps and chains 
Top ValvB and Aco—aoriBB 

Missing or non-approved valves 

Corroded or inoperative valve* 

Require eduction pipe reinforcement : r/W 
flask* te Gaskets worn, broken or missing 

Lining Car lined ? Y/N : Lining Date = MM/DD/CCYY 

Lining Condition : 
Rust bleed 

Loose or flaking areas 

Stains or discoloration : 
Interior Rust 

Corrosion : 

Interior residue or film 

Water present 
Linable condition Suitable for lining? Y/N 

Require weld overlay repair 

Requires tank insert repairs : 

Porosity, undercut welds : 

Brackets, sharp edges or transitions : 
Trucks Friction casting wedge rise 

Worn gibs : 

Broken springs 

Defective center plate 
Structural Center or stub sill bent 
Kjrterior Paint Customer Logo's 

Graffiti : 

Commodity spillage 

Paint Condition 
Interchange Defoota 
O^rall Condition 



OP** Hooper 4 gondola a Car Condition Report Date: MM/DD/YY 

_ Time: TT:TT:TT 

Car tab: Inspector: Inspection Location: 

Data: Itt/OB/CCYY *~ Storage Location : 

Upmarket per 33M ? : SOW Number: 



End aznd side sheets broken 
End and side sheets bowed 
Top vshorda bowed 
BroiHsn welds 
Corznaion 
LeaJkxrng gates 
Gates inoperable 
Broiam floor sheets 
Brofam supports 
Brofcasn Corner Caps 
Inttsior corrosion 
Old OooDodity 
FriccaLon casting wedge rise 
Vonr 9ibs 
Brokn springs 
DefrrrrTi ve center plate 
Structural Cemar sill bent 
Pa± 



Interior 



Trucks 



Exterior 



t Customer Logo's 
GrafiEiti 
Coiwwril ty spillage 
Painrr Condition 



Interchange 



Overall Condi 1 
Repair Dispos 



glaatio Pellet Car Condition Report 



Cat 

Date: MC/DO/CCrT 

Upmarket per SOW ? : 



Inspector: 
Storage Location : 
SOW Number: 



Date: MM/DD/YY 
Time: TT:TT:TT 
Inspection Location: 



Car 



Outlet 



Hatch 



Side sheet dents and/or ha 
Broken Welds 
Corrosion 

Roof sheet buckles 
_ Gates need upgrade modifi 
Gates difficult to operate, ne 
Missing or defective hardware : 
Gates 4 tubas req. buf fing/other attn 
Require vented hatch covers 
latch upgrade 



r aarks 



ition 
i att. 



Hatch covers req. 
Broken hatch covers 
End vents require attention 
Man way rings req. buffing/other attn. 
Hatch cover gaskets requires attn. 
Lining Car lined ? Y/W Lining Date 

Lining condition 
Rust bleed 

Loose or flaking areas 
Stains or discoloration 
Interior Evidence of leaks 

Broken partition welds 
Old commodity 
Rust 

Condensation 
Porosity undercut welds 
Brackets, sharp edges or transitions 
Intermittent or caulked welds 
Deep discoloration from old commodity 
Suitable for lining ? 
Vents Vents req. modification/ other attn. 
Trucks Friction casting wedge rise 
Worn gibs 
Broken springs 
Defective center plate 
Structural Center sill bent 

Exterior Paint Customer logo 
Graffiti r 
Commodity spillage 
Paint condition 
Interchange Defects " ' 
Overall Condition 
Repair Disposition 
•nts: 



>«C/DD/CCYY 
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Pressure nEtfforontial Car Condition 



Car tab: ^ Inspector: 

Data: IM/DO/CCX?- ^ Storage Location 

Upmarket per SOW ? : SOW Number: 



Inspec 



Date: MM/DD/YY 
Time: TT:TT:TT 
on Location: 



Car Body Side sheet dents and/or ha 
Broken or loose running 
Broken welds 
Corrosion 

Roof sheet buckles 
Oitlot Syti Bone gaoje box 4 hardware 

Defective pigrtng, couplings 6 swivels 
Butterfly valtes broken/sign of leakage: 
Defective blow down 

Missing/defecfl=Lve pipe caps t gaskets 
Wet and/or <±Lrty aerator pads 
Broken or stKxned aerator pads 
Hatch Covers Defect/«±Ming hatch cover haxdwar 
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Defective/missing hatch cover gaskets 
Broken hatch covers 
Lining Car lined ? 7/N Lining 
Rust bleed 

Loose or flaking areas 
Steins or discoloration 
Lining Condition 
Interior Evidence of loiks 
Old conmodity 
Rust 

Condensation 

Porosity undescut welds 

Brackets , sheep edges or transitions 

Intermittent oar caulked welds 

Deep discoloration from old commodity 

Suitable for fining ? 
Trucks Friction casting wedge rise 

Worn gibs 

Broken springs 

Defective censer plate 
Structural Center sill ±>ent 
Exterior Paint Customea: logo 

Graffiti 

Co— odity spUHage 

Paint conditimn 
Interchange Defects 
Overall Condition ~ I. 
Repair Disposition - 



e : MM/DD/CCYY 



ts: 



Pit.? 



gwinit Tank Car Condition ggggt Date: MM/DD/YY 

_ Time: TT:TT:TT 

Car Eftaob: ^ Inspector: ~ Inspection Location: 

Date: m/BD/CCYT Storage Location : 

Upmarket pec SOU ? : . SOW Number: 



Car Body Stall bent or buckled 

Jacket bent, buckled or corroded 

CoKrosion 

Rmnf sheet buckles 

Top Valvaa * Aooossorlea 

Mining or non-approved valves 
Cmcroded or inoperative valves 
Hissing or defective plugs and chains 

gaskets Gaskets worn, broken or missing 

Interior Rnart 

Corrosion 

Interior residue or film 
Trucks faction casting wedge rise 

Brink en Springs 

D efe ctive center plate 
Structural Center or stub sill bent 
Eatarior Tmxmk. Customer logo 

Gttffiti 

Cc^anodlty spillage 

PadLnt condition 
Baterior Coasting Exterior cleaning req. (DOT) 

TJm 1 1 mi bond protection 

Thexmobond protection repairs 
Interchange ^efoota 
Ovarall Condition 
Coaamts: 
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^^^_Car_Condition_Form 



Date : MM/DD/YY 
Time : TT : TT : TT 

Car Number: Inspector: Inspection Location: 

Date: Storage Location: 

Upmarket per SOW ? SOW Number: * SOW = Scope of Work 



Car_Body: Side sheet dents 
Broken welds 
Car body corrosion 
Lading: Trailer Hitches 

Tie Down and Load Restraining Devices 
Floor: Broken or missing flooring 
Cushioning: Defective cushioning or draft units 
Trucks: Friction casting wedge rise 
Worn gibs 
Broken Springs 
Defective center plate 
Structural: Center sill bent 
Exterior_Paint : Customer logo's 
Graffiti 
Paint condition 
Interchange: Defects 
0 ve r a 1 l_Cond i t i on : 

Repair_Disposition : 
Comments :. 
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